
SSX- Style Corner Table Assembly Instructions 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. Remove parts from packaging. 
2. Attach leg brackets (A) and (B) to each outside leg using enclosed pan head 

bolts. Do not tighten brackets. 
3. Attach Cross bar (C) to each outside leg using enclosed pan head bolts. Do 

not tighten crossbar. 
4. Attach feet (E) to each outside leg using the enclosed hex head bolts (4 per 

foot). Screw in leg levelers. Tighten when all four bolts are in. 
5. Attach leg brackets (A) and (D) to the center leg using the enclosed pan head 

bolts. Do not tighten brackets. 
6. Attach foot (F) to the center leg using enclosed pan head bolts. Tighten when 

all four bolts are in. 
7. Carefully set each assembled section on to the top, align all holes over the 

predrilled inserts and attach using the enclosed silver 10/32 bolts. Cross bars 
(C) will only attach to the legs on one side as shown above. Do not tighten. 

8. After all bolts are started, tighten all bolts in top and brackets. 
9. Attach keypad to either the left or right side, it doesn’t matter which side its 

just preference. There are predrilled pilot holes on both sides. Attaches with 2 
silver 5/8” screws enclosed. 

10. Attach Control Box by aligning the holes in the control box to the predrilled 
pilot holes in the top. Attaches with 4 ¾” silver screws. 

11. Attach cables. One cable from each leg set, one from the keypad and one for 
power. Make sure cables are secure and not hanging down. 

12. Carefully flip table over and move into place. 
13. Plug power cable into wall outlet. 
14. Reset the table by pressing the down button once continue holding it down 

until the motors runs into end stop. It will then automatically run approx. 5 mm 
out again and hereafter slowly run in again. Only release the down button 
when the movement has completely stopped. 
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